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RECOMMENDED CABLE STRIPPING DIM'S

ALBALOY 80 u"/COPPER

<2.0 mΩ

>5000 MΩ

<3.0 mΩ

0~6 GHz

>500 V

<0.1√F dB

-40 ℃~+125 ℃TEMPERATURE RANGE

ENVIRONMENTAL CHARACTERISTICS

* CUSTOMER OUTLINE DRAWING
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FERRULE COPPER

REMARK:
1.  CONTACT PIN TO SOLDER OR CRIMP .116" HEX.
2.  ADDS SIZE: 16.2mm
3.  FERRULE HEX. CRIMP SIZE .429"
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THIRD ANGLE PROJECTION

SMA FEMALE S/T CRIMP FOR 
LMR-400 CABLE,50Ω
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 SCALE:

UNLESS OTHERWISE SPECIFIED:
1) C0.15 MAX;
2) REMOVE ALL BURRS;
3) SURFACE ROUGHNESS : Ra1.6;
4) UNITS:mm;
5) DIMENSIONS  TOLERANCES
    DECIMALS  .x ±0.3    .xx ±0.2    .xxx±0.1  
    ANGLES ±5°
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ELECTRICAL CHARACTERISTICS UNIT: MICRO-INCHES MATERIALS AND PLATING
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